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CONSTIX™ Swab, SP-6
  
Double layer sealed knit polyester
 
 
 

Description 
CONSTIX SP-6 sealed polyester swab consists 
of 100% knit polyester fabric that’s thermally 
bonded to a flex-tip polypropylene handle.  The 
cleanroom laundered, double layer knit polyester 
head provides enhanced sorbency, particle 
entrapment and removal. The polyester head is 
constructed without adhesives or binders, which 
makes the swab compatible with most common 
solvents, such as alcohols and ketones.  The 
flexible tip of the SP-6 swab provides a softer 
application of the swab head to surfaces. The 
swab is durable, absorbent and features 
extremely low particles and residue levels. 

 
 
 

 
 

   
 

 
 
 
 
 
 
 

Technical Data   
   
Swab head material  Knit polyester 
   Swab handle material Polypropylene 
   Construction Thermally sealed and 

attached 
   
Attribute; (units) Value ** Test Method 
   
Non-volatile residue, NVR        

   In deionized water; (mg/swab) N/A  
In isopropanol; (mg/swab) N/A  

   
Particles ≥ 0.5µm; (per swab) N/A       

   Fibers > 100µm; (per swab) N/A       
   

Surface resistivity of handle;                           
(x 108 ohms/sq) N/A       

   
 


